INSTALLATION GUIDE
Angle Ceiling Fan Canopy

Models Parameters :-

4S4100BK Angle Ceiling Fan Canopy 40 Degree To Suit All Four seasons Fans With 26mm
Downrods Matt Black

4S4100WH Angle Ceiling Fan Canopy 40 Degree To Suit All Four seasons Fans With 26mm
Downrods Matt White

Application

Flat Surface / Ceiling

Slope Ceiling up to45°

CAUTION MUST BE
READ INSTRUCTIONS

INSTALLED BY
CAREFULLY FOR SAFE
INSTALLATION AND FAN A LICENSED

OPERATION ELECTRICIAN

Corrugated Ceiling Apex Ceiling
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INSTALLING THE HANGER BRACKET

Ceiling Plate €

1. Remove the fixed screws and keep it well.
2. Take out the ceiling plate.

Ceiling Plate Wood ceiling

Concrete ceiling

Ceiling Plate

Please drill 8mm hole on the ceiling, and insert the bolt. Align bracket with the hole, then

tighten with nut.
The mounting plate MUST be installed in the exact direction as illustratedabove.

DOWNROD REPLACEMENT AND INSTALLATION

1. Please choose the appropriate downrod according to the height of the house.
Notice: Make sure the fan blades at least 7 feet above the floor.

2. Insert the hanging ball into the downrod and fix it with screws.
Important Note: This product needs to be installed with a Martec 900mm or 1800mm extension rod.

downrod
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